In the Specification: 

Replace pages 1-58 of the originally filed specification with the enclosed substitute 
specification, pages 1-49. 

Replace pages 1-10 (Figures 1-7) of the originally filed drawings with the enclosed 
Substitute Drawings, pages 1-10 (Figures 1-7). 

Insert as a new page at the end of the specification: 

ARSTR ACT OF THF, DTSCT ,OST TRR 
A system includes a substantially sealed, substantially airtight cabinet sized for housing a 

vPTtiral array of hfiat-prndiirmg imits^ the rahinet having an ftvtftrinr shftll and thft Rystfttn 

including an interior divider wall disposed inside the cabinet, the shell and divider wall providing 
an equipment chamber adapted to support the array such that the array cooperates with the shell 

and HiviHer wall in use to define a first plftnnm^ the first plenum having a first inlet de.fmeA hy the 
divider wall for reeeiving a flow of ronling gas and having a first outlet defined hy a plnrahty nf 
openings through the array wherehy the first plenum rommiinieates with the openings in use to 
eyhanst snhstantially all of the flow of cooling fluid through the openings and henre through the 

array, wherein the divider wall is configured to allow the first inlet to admit the gas to the first 

plenum in a snhstantially horizontal Hirertion 
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In the Titie: 

Please replace the title of "IMPROVEMENTS IN COOLING OF A DATA CENTRE" 
with -DATA CENTER COOLING-. 
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